To start remove these four
screws




The camera will open and fold the back
over to the vight side taking care not to
tear or stress the ribbon cable.

With the camera open I unplug the shutter
motor connector

T back on the camera

~ e 112d almost dump the
" main board and lens

.«assembly into the back

< small cable holding
.. the front to the main
lboard so again be

[ careful with it
.



Now tin the battery contacts I do
these right at the fold on the end

Trim the power wires to about 3
inches ;
Also tin the wires heavily and also |

a little on the shutter assemblys 3

%

Route the wires through  §
the holes in the plastic
battery holder

Orange is Positive

Green negative



Solder the
wires to the
edge of the
contacts then
trim the
excess

With both

being tinned it

should require ™

no additional
solder

oute the power wires
between the lens
assembly and the main
board and carefully fit
the main board and lens
assembly back in the
ront of the case.




\Mark the right 4 contacts that
can be seen in the ribbon
cable on the white main

board

many are ruined while taking §
thenm out otr putting them g% - o
back in It is best to wiggle the - . o
ears on each side and tryto
not put pressure on the center e

of the ribbon

Insert the shutter _
lassembly in the white ="
block so it aligns with
the 4 marks on the
main board

Then fold it over and
tae it down =
You must fold it even

\are not twisted in the
\block for proper
function of the

|camem
A



+ &

Again this is one of the most
critical parts Reinserting the
Power/shutter ribbon in the
block

To much pressure with my finger
Iwill destroy it. Just gently press

I then solder the wires to the pads
Since they were tinned before 1
installed the shutter assembly Just
lay the wires on the pads and touch a
ot solder iron to them.

Wiring can be confusing I do it this
way

When using the shutter assembly
with a p41 the pads are

|C is actually power or red

P is actually common or blackorblue__
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